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Dry Rotor Inline Centrifugal Circulators
WILO IL



WILO IL

WILO IL

The IL is the latest addition to WILO’s range of 21st century-engineered inline centrifugal circulators. The IL is available in sizes from 1¼” to 4” and 
features a trimmable bronze impeller, optional all-iron construction, a standard industrial quality bellows style mechanical seal, integrated suction 
straightening vane, suction and discharge pressure gauge tappings with square head plugs, and volute drilled and tapped for mounting. Heavy-duty? 
We call it Pumpen Intelligenz

WILO USA LLC
1290 N 25th Ave. 
Melrose Park, IL
60160
1-866-WILO-USA
www.WILO-NA.com

WILO Canada Inc.
Bay #7 - 2915 10th Ave. NE
Calgary, Alberta
T2A 5L4
1-866-WILO-CDN
www.WILO-NA.com

Dry Rotor Inline Centrifugal Circulators

Available sizes from 1¼” to 4” 
NEMA frame inverter duty Baldor motors
Flows up to 1600 USGPM
Heads up to 220’
Trimmable bronze impeller
Cast iron volute
Optional all-iron construction. 
Industrial quality bellows style mechanical seal
Pumps are typically shipped within 24 hours!

Integrated suction straightening vane
Optional seals available
Small flange to flange dimensions
Volute legs drilled and tapped for mounting
All fasteners SAE
Jack screws for easy disassembly
Suction and discharge pressure gauge tappings   
    with square head plugs

Fast Delivery!
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Wilo-CronoLine-IL
1750 RPM
60 Hz - North America
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Wilo-CronoLine-IL
3500 RPM
60 Hz - North America
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